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  ALUMINUM
  SERIES: 129TEZC
  LOAD RATING: 80 LBS TO 108 LBS           
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 SLIDE 
LENGTH

LENGTH TRAVEL CABINET SECTION CHASSIS SECTION SLIDE
WEIGHT

LOAD
 RATINGL T A B C D E F G H J K M N P

LBS/EACH LBS/PAIR

129TEZC-10 10.00 10.00 4.000 - 6.000 - - - 8.250 3.250 - - - - 6.500 .42 108
129TEZC-11 11.00 11.00 4.000 - 7.000 - - - 9.250 - - 5.500 - - 8.500 .46 108 
129TEZC-12 12.00 12.00 4.000 - 8.000 - - - 10.250 - - 5.500 - - 8.500 .49 104
129TEZC-13 13.00 13.00 5.500 - 9.000 - - - 11.250 - - 6.000 - - 8.500 .53 104
129TEZC-14 14.00 14.00 5.500 - 10.000 - - - 12.250 - 5.000 8.500 - - 11.500 .57 101
129TEZC-15 15.00 15.00 5.500 - 11.000 - - - 13.250 - 5.000 8.500 - - 11.500 .60 101
129TEZC-16 16.00 16.00 5.500 - 7.500 9.750 12.000 - 14.250 - 5.000 9.000 - - 11.500 .64 98
129TEZC-17 17.00 17.00 5.500 - 8.500 10.750 13.000 - 15.250 - 5.000 9.000 - - 11.500 .68 98
129TEZC-18 18.00 18.00 5.500 - 9.500 11.750 14.000 - 16.250 - 5.000 8.500 11.000 - 13.500 .72 94
129TEZC-19 19.00 19.00 5.500 - 10.500 12.750 15.000 - 17.250 - 5.000 8.500 11.000 - 13.500 .76 94
129TEZC-20 20.00 20.00 5.500 - 11.500 13.750 16.000 - 18.250 - 5.000 8.500 11.000 - 13.500 .80 90
129TEZC-21 21.00 21.00 5.500 - 12.500 14.750 17.000 - 19.250 5.000 7.500 11.500 14.000 - 16.500 .83 90
129TEZC-22 22.00 22.00 5.500 - 13.500 15.750 18.000 - 20.250 5.000 7.500 11.500 14.000 - 16.500 .87 87
129TEZC-23 23.00 23.00 5.500 - 12.250 14.500 16.750 19.000 21.250 5.000 7.500 11.000 13.500 16.000 18.500 .91 87
129TEZC-24 24.00 24.00 5.500 - 13.250 15.500 17.750 20.000 22.250 5.000 7.500 11.000 13.500 16.000 18.500 .95 85
129TEZC-25 25.00 25.00 5.500 11.250 14.250 16.500 18.750 21.000 23.250 5.000 7.500 13.000 15.500 18.000 20.500 .98 85
129TEZC-26 26.00 26.00 5.500 11.250 15.250 17.500 19.750 22.000 24.250 5.000 7.500 13.000 15.500 18.000 20.500 1.02 80

MAXIMUM FORCES
EZC SPRING
STRENGTH OPENING CLOSING SPRING 

NUMBER
A 3.0 LBS .7 LBS 716753-A
B 4.0 LBS 1 LBS 716753-B
C 6.5 LBS 2 LBS 716753-C

8.  THESE SURFACES ARE IN LINE WHEN THE SLIDE IS IN THE CLOSED POSITION, FOR PROPER SLIDE OPERATION.
 

 7. USE #8 X 100  FLAT HEAD MACHINE SCREWS FOR MOUNTING THROUGH THE SLIDE MEMBERS.
 

 6. ORDERING INFORMATION EXAMPLES: 
 

     129TEZC-A-18-L:     SLIDE-LH        1 EACH     SLIDE-LEFT HAND-SELF CLOSED DEVICE ATTACHED.
 

     129TEZC-A-18-R:     SLIDE-RH        1 EACH     SLIDE-RIGHT HAND-SELF CLOSED DEVICE ATTACHED.
 

     129TEZC-A-18-P:     SLIDE-LH        1 EACH     SLIDE-LEFT HAND-SELF CLOSED DEVICE ATTACHED.
                                    SLIDE-RH        1 EACH     SLIDE-RIGHT HAND-SELF CLOSED DEVICE ATTACHED.
 

 5. HOLES OTHER THAN THOSE SHOWN MAY BE IN THE SLIDE MEMBERS AT JONATHAN'S OPTION.
 

 4. SLIDE IS HANDED, LEFT HAND SHOWN, RIGHT HAND OPPOSITE.
 

 3. SLIDE IS PROVIDED WITH QUICK DISCONNECT OF THE CHASSIS T-SECTION MEMBER.
 

 2. FINISH: CHANNELS ARE ANODIZED PER MIL-A-8625 TYPE II, CLASS 1. CRES PARTS ARE PASSIVATED PER SAE-AMS-2700.
 

 1. MATERIAL: SLIDE CHANNELS ARE FABRICATED FROM HIGH STRENGTH ALUMINUM ALLOYS, TENSILE STRENGTH OF 35,000 PSI MIN. (PER ASTM B221).
                         COMPONENTS ARE CRES AND HIGH STRENGTH ALUMINUM. EZC DEVICE IS PLASTIC AND STAINLESS STEEL. BALL BEARINGS ARE 440 CRES. 
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