DEPRESS LATCH TO CLOSE
OR DISCONNECT OF CHASSIS SECTION \
. ]

EXTENSION = A +.13 SLIDE LENGTH = L
75 —=— G
F
B C E
- D 3.625 TYP. | 000 2.000
w w5 ¢ > — T S S
‘ ‘ ‘ ‘ 7 [ X i
NFRONT PANEL \cwxsss SECTION , @ .203 THRU HJ 2X, ACCESS HOLES @203 THRUJ
(REMOVABLE) C'SK 100° X @.315 C'SK 100° X @ .315
(FARSIDE) CABINET SECTION (TYP, NEARSIDE)
38
PART NUMBER L A B C D E F G H
ZING (ROHS) PASSIVATE GO-P.85 (min) | (max) | (min) | (max)
510QDG-14 | 510QDG-SS-14 | 14.00 | 15.00 | 15.00 | 0.13 | 0.13 | 13.74 | 1.16 - - |12.500| 4
510QDG-16 | 510QDG-SS-16 | 16.00 | 15.00 | 17.00 | 0.13 | 2.13 | 13.74 | 1.16 - - |14500| 4
510QDG-18 | 510QDG-SS-18 | 18.00 | 15.00 | 19.00 | 0.13 | 4.13 | 13.74 | 1.16 - - |16.500| 4
|.68+£.02  — 510QDG-20 | 510QDG-SS-20 | 20.00 | 21.00 | 21.00 | 0.13 | 0.13 | 19.74 | 353 | - - [18500] 5
510QDG-22 | 510QDG-SS-22 | 22.00 | 21.00 | 23.00 | 0.13 | 2.13 | 19.74 | 3.53 | 5.750 | 14.500|20.500| 5
510QDG-24 | 510QDG-SS-24 | 24.00 | 21.00 | 25.00 | 0.13 | 4.13 | 19.74 | 3.53 | 5.750 | 16.500|22.500| 5
510QDG-26 | 510QDG-SS-26 | 26.00 | 27.00 | 27.00 | 0.13 | 0.13 | 25.74 | 2.28 | 5.750 | 18.500|24.500| 7
510QDG-28 | 510QDG-SS-28 | 28.00 | 27.00 | 29.00 | 0.13 | 2.13 | 25.74 | 2.28 | 5.750 |20.500|26.500| 7
510QDG-30 | 510QDG-SS-30 | 30.00 | 27.00 | 31.00 | 0.13 | 4.13 | 25.74 | 2.28 | 5.750 |22.500|28.500| 7
END VIEW
. SLIDE IS SYMMETRICAL AND MAY BE USED LTE?EI&":::;‘,’%XJESZ‘:&
AS LEFT-HAND OR RIGHT-HAND MOUNTING UNIT. Irvine, CA 92602
® Tel. (714) 665-4400
. SLIDE LOCKS IN OPEN POSITION AND IS PROVIDED Wobsiter ware [omathanonar.com
WITH QUICK DISCONNECT OF CHASSIS SECTION. - - Engineer - Production - Integration/ Subassembly - Logistics
Englnaared sa’utlans United States - Mexico - China - Taiwan
- THIS SLIDE IS A FRICTION SLIDE. TOLERANCES PART NUMBER : DESCRIPTION :
. FINISH: ZINC PLATE, ROHS. O
FOR SS PART NUMBER, PASSIVATE PER SAE-AMS-QQ-P-35. NOTED 510QDG/ 510QDG-SS STEEL/ STAINLESS STEEL
. MATERIAL: COLD ROLLED STEEL. XX | XXX |ANGLES| HOLES | DATE : 510QDG _
FOR SS PART NUMBER, STAINLESS STEEL TYPE 300. +03 | £.01 | £2° |+ .005 08/20/09 LOAD RATING :
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